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Description
RF-PET is a flexible woven made from polyester fiber
with a diameter of 0.25 mm. After compression hose
in the longitudinal direction increases its diameter more 

than twice the nominal diameter, which allows easy
instalation of cable harness.

Features

— Expansion ratio 1:2

— RoHS Compliant

— Flexibility even at low temperatures

— Excellent chemical and physical properties 

— Temperature range ( -50 to +150) ° C

Certification 
— RoHS, UL 
— 224 VW - 1

Technical information

Applications

For general use in a variety of electromechanical

device.

— Mechanical protection of cable harnesses

— Harnessing

Instalation
— Thermoelectric knife type 2A
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RF-PET

Color

Package

Label 

standard black (0)

paper reel

RF-PET - diameter in inches - 0 - SP

Example: RF-PET-3/4-0-SP

 -50 °C
+150°C

inch

1/8 

1/4 

3/8 

1/2 

3/4 

1 

11/4 

13/4 

2 

Size 
m 

3 

6 

10 

13 

19 

25 

32 

45 

51 

Parameters:

Feature 

Chemical resistance

Melting point

Max. operating temperature

Max. short term temperature

Limiting oxygen index

Flammability

Toxicity 

Test method 

Range of use 
inch mm 

3/32“ - 1/4“ 

1/8“ - 3/8“ 

3/16“ - 5/8“ 

1/4“ - 3/4“ 

1/2“ - 11/4“ 

1/2“ - 1-1/2“ 

3/4“ - 11/2“ 

1-1/4“ - 2-3/4“ 

1-1/2“ - 3“ 

2,4 - 6,4 

3,2 - 9,5 

4,7 - 16 

6,4 - 19 

13 - 32 

16 - 34 

19 - 36 

32 - 70 

38 - 76 

NF G 07 - 128 

ISO 3795 F MVSS 302 (typ A) FAR 25-853 NF F 

CEI 754 - 1 

CEI 754 - 2

Oil, Salts, Hydraulic fluid

Label 

RF-PET- 1/8-0-SP

RF-PET- 1/4-0-SP

RF-PET- 3/8-0-SP

RF-PET- 1/2-0-SP

RF-PET- 3/4-0-SP

RF-PET-1 -0-SP

RF-PET- 1-1/4-0-SP

RF-PET- 1-3/4-0-SP

RF-PET- 2-0-SP 

Value

250°C

150°C

220°C

34%

meet requirment

meet requirment

Package
m

600

300

150

150

150

75

75

75

75

UL 224

Ray Service company considers all information in data sheet are
correct but we cannot eliminate our possible errors in typing and
other inaccuracies. The suitability of the product for the intended
purpose must examine each user individually. Before using we
recommend to perform verifi cation tests. In case of any doubts or
questions do not hesitate to contact us.
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